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LAMP PHOTOMETRIC REPORT

MODEL: 93ZFLD2040/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 2003.8 1m -/+180
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AVERAGE BEAM ANGLE (50%) :60.6 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 2254 2036 1823 2044 2253 2079 1862 2075 0- 10 202.9 202.9 10.1
20 2073 1654 1320 1671 2079 1678 1314 1664 10- 20 526.5 729.4 36.4
30 1361 1225 804.8 1220 1403 1217 729.9 1203 20- 30 660.3 1390 69.3
40 465.9 468.6 95.93 490.3 498.0 468.2 93.55 454.9 30— 40 448.8 1838 91.7
50 90.17 51.36 24.16 55.41 102.2 51.98 21.66 48.07 40- 50 131.7 1970 98.3
60 18.89 9.914 7.896 10.39 20.87 9.832 7.147 9.204 50- 60 26.69 1997 99.6
70 2.864 1.970 1.602 2.138 3.166 1.882 1.468 1.722 60— 70 6.320 2003 100
80 0.1595 0.1195 0.0681 0.1230 0.1188 0.1060 0.1090 0.1065 70- 80| 0.6128 2004 100
90 0.0999 0.0761 0.0600 0.0724 0.1188 0.1059 0.0981 0.1024 80- 90| 0.1057 2004 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:29 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93ZFLD2040/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188
5 2226 | 2220 | 2206 | 2186 | 2161 | 2138 | 2114 | 2098 | 2086 | 2084 | 2085 | 2099 | 2115 | 2138 | 2160 | 2184 | 2201 | 2211 | 2213
10 2254 | 2240 | 2200 | 2143 | 2072 | 2000 | 1926 | 1875 | 1833 | 1823 | 1828 | 1871 | 1927 | 2005 | 2082 | 2153 | 2209 | 2242 | 2253
15 2209 | 2184 | 2115 | 2019 | 1905 | 1800 | 1697 | 1624 | 1563 | 1547 | 1556 | 1616 | 1697 | 1810 | 1922 | 2042 | 2134 | 2194 | 2213
20 2073 | 2042 | 1951 | 1840 | 1710 | 1598 | 1489 | 1407 | 1341 | 1320 | 1335 | 1405 | 1494 | 1611 | 1731 | 1867 | 1975 | 2052 | 2079
25 1763 | 1742 | 1670 | 1598 | 1501 | 1409 | 1316 | 1241 | 1167 | 1138 | 1158 | 1242 | 1324 | 1416 | 1510 | 1613 | 1689 | 1759 | 1776
30 1361 | 1346 | 1300 | 1270 | 1241 | 1209 | 1078 | 946 | 835 | 805 | 834 953 | 1086 | 1205 | 1236 | 1281 | 1335 | 1383 | 1403
35 892 904 908 930 922 | 844 633 | 402 | 279 | 256 | 284 | 420 654 | 851 929 | 950 940 941 942
40 466 | 481 | 512 | 573 | 563 | 374 | 179 | 119 | 99.0 | 95.9| 100 | 123 | 191 | 398 | 582 | 585 | 534 | 506 | 498
45 208 | 215 | 232 | 269 | 216 | 107 | 70.3 | 55.8 | 47.9 | 46.3 | 48.3 | 56.8 | 73.2 | 117 | 233 | 280 | 245 | 228 | 228
50 90.2 | 95.2 | 103 | 94.6 | 60.7 | 42.0 | 33.1 | 28.0 | 24.9 | 24.2 | 24.9 | 28.2 | 33.9 | 44.3 | 66.6 | 102 | 110 | 103 | 102
55 40.3 | 42.1 | 43.0 | 33.3 | 23.2|19.2|17.0 | 15.4 | 13.9 | 13.5|14.0 | 15.5| 17.3 | 19.9 | 24.7 | 36.4 | 47.4 | 45.5 | 44.9
60 18.9|19.8 | 18.6 | 13.7 | 10.4 | 9.45 [ 8.98 | 8.76 | 8.14 | 7.90 | 8.20 | 8.85 | 9.23 | 9.85 | 10.9 | 14.7 | 20.5 | 21.3 | 20.9
65 8.66 | 9.01 | 8.00|6.04 |4.85|4.64|4.65|4.78 |4.65|4.46 |4.71|4.86|4.80|4.89|5.17 | 6.55|8.89| 9.85 | 9.49
70 2.86 | 3.07|2.68|2.22|1.98|1.96|1.88|1.92|1.74|1.60|1.79|2.00|1.99|2.11 | 2.17 | 2.47 | 3.08| 3.49 | 3.17
75 0.26 | 0.23|0.26 | 0.33|0.47 | 0.37 | 0.21 | 0.14 | 0.16 | 0.12 | 0.16 | 0.14 | 0.22 | 0.44 | 0.53 | 0.39 | 0.29 | 0.25 | 0.13
80 0.16 | 0.13| 0.15|0.12| 0.14 | 0.10 | 0.11 | 0.07 | 0.10 | 0.07 | 0.10 | 0.07 | 0.11 | 0.10 | 0.15 | 0.13 | 0.16 | 0.13 | 0.12
85 0.11(0.10| 0.11 | 0.09 | 0.09 | 0.07 | 0.08 | 0.06 | 0.08 | 0.06 | 0.07 | 0.06 | 0.08 | 0.07 | 0.10 | 0.08 | 0.11 | 0.09 | 0.12
90 0.10 | 0.10| 0.09 | 0.09| 0.08 | 0.07 | 0.07 | 0.06 | 0.06 | 0.06 | 0.06 | 0.06 | 0.07 | 0.07 | 0.08 | 0.08 | 0.09 | 0.09 | 0.12
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:29 August 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93ZFLD2040/BL
POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)

y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188 | 2188
5 2213 | 2206 | 2197 | 2182 | 2164 | 2150 | 2132 | 2126 | 2121 | 2126 | 2133 | 2149 | 2165 | 2185 | 2200 | 2212 | 2223
10 2249 | 2224 | 2180 | 2116 | 2042 | 1974 | 1910 | 1878 | 1862 | 1882 | 1912 | 1973 | 2038 | 2111 | 2169 | 2219 | 2244
15 2203 | 2155 | 2067 | 1958 | 1836 | 1728 | 1628 | 1576 | 1551 | 1580 | 1633 | 1727 | 1825 | 1947 | 2055 | 2148 | 2199
20 2061 | 1992 | 1872 | 1746 | 1611 | 1505 | 1406 | 1345 | 1314 | 1345 | 1403 | 1495 | 1595 | 1732 | 1867 | 1993 | 2059
25 1760 | 1709 | 1609 | 1517 | 1408 | 1323 | 1230 | 1155 | 1121 | 1158 | 1220 | 1308 | 1393 | 1505 | 1604 | 1699 | 1749
30 1378 | 1338 | 1275 | 1242 | 1192 | 1078 | 926 | 822 | 730 | 822 | 912 | 1062 | 1178 | 1227 | 1248 | 1312 | 1352
35 936 | 946 | 939 | 924 | 821 | 635 | 391 | 273 | 234 | 269 | 379 | 621 | 813 | 909 | 908 | 917 | 899
40 502 | 539 | 575 | 564 | 372 | 231 | 111 | 91.7 | 93.5 | 89.8 | 106 | 222 | 357 | 553 | 560 | 514 | 478
45 229 | 249 | 271 | 225 | 106 | 66.9 | 51.5 | 44.5 | 41.7 | 43.8 | 50.1 | 63.9 | 97.3 | 214 | 263 | 235 | 212
50 104 | 111 | 97.4 | 63.6 | 40.3 ([ 31.6 | 25.9 | 22.9|21.7|22.6 |25.1|30.3|37.9|58.3|92.5| 104 | 92.9
55 46.2 | 47.7 | 34.6 | 23.5 | 18.5 | 16.4 | 14.3 |12.9| 12.1 | 12.6 | 13.8 | 15.7 | 17.5| 21.8 | 31.9 | 43.0 | 41.0
60 21.3|20.3|14.0|10.4 | 9.24 | 8.71|8.16 | 7.58| 7.15| 7.44 | 7.88 | 8.30 ([ 8.68 | 9.73 | 12.8 | 18.3 | 19.0
65 9.67 | 8.61 | 6.03 |4.80 | 4.51 | 4.46 | 4.46 | 4.32 | 4.05|4.25|4.31 | 4.22 | 4.20 | 4.44 | 5.43 | 7.66 | 8.54
70 3.27|2.84|2.15(1.93 |1.84|1.83|1.77 |1.66|1.47 |1.63 |1.71|1.72 |1.68|1.76|1.89|2.45| 2.80
75 0.15|0.14 | 0.25|0.39 | 0.33 | 0.14 | 0.13 | 0.10 | 0.13 | 0.10 | 0.13 | 0.12 | 0.28 | 0.35 | 0.21 | 0.12 | 0.14
80 0.120.11 | 0.11 | 0.10 | 0.11 | 0.10 | 0.11 | 0.10 | 0.11 | 0.10 | 0.11 | 0.10 | 0.11 | 0.10 | 0.11 | 0.11 | 0.12
85 0.11|0.11 | 0.11 | 0.11 | 0.10 | 0.10 | 0.10 | 0.10 | 0.10 | 0.10 | 0.10 | 0.10 | 0.10 | 0.10 | 0.11 | 0.11 | 0.11
90 0.11|0.12 | 0.11|0.11 | 0.10 | 0.10 | 0.10 | 0.10 | 0.10 | 0.10 | 0.10 | 0.10 | 0.10 | 0.10 | 0.11 | 0.12 | 0.12
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:29 August 2022 Remarks:



