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LAMP PHOTOMETRIC REPORT

MODEL: 98Helios50 new_design

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 3220.0 1m “/+1e0
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AVERAGE BEAM ANGEE (50%):100.2 DEG

Y co C45 Cc90 C135 C180 C225 C270 C315 ¥ ® zone | @ total %
10 1366 1374 1377 1375 1365 1351 1345 1353 0- 10| 131.1 131.1 4.07
20 1309 1320 1324 1321 1308 1282 1276 1282 10- 20| 377.7 508.8 15.8
30 1206 1227 1241 1227 1205 1179 1059 1180 20- 30| 579.7 1089 33.8
40 1065 1065 896.9 1076 1068 939.0 838.8 938.4 30- 40 685.1 1774 55.1
50 785.6 788.2 574.6 791.8 792.0 609.2 531.4 615.1 40- 50 655.7 2429 75.4
60 495.7 379.1 305.7 388.6 503.7 350.0 170.7 347.3 50- 60| 476.5 2906 90.2
70 188.1 132.3 108.8 135.0 192.1 109.5 97.47 111.1 60- 70| 230.2 3136 97.4
80 24.43 29.15 29.43 29.09 24.34 29.33 31.62 29.69 70- 80| 74.08 3210 99.7
90 1.313 1.014 0.7746 1.005 1.094 0.9256 | 0.7609 | 0.9575 80- 90 9.998 3220 100
100 90-100

110 100-110

120 110-120
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150 140-150
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DEG LUMINOUS INTENSITY:cd UNIT:1lm

C Range: 0 - 360DEG ¥ Range: 0 - 90DEG

C Interval: 30.0DEG Interval: O0.5DEG

Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Operators: Test Distance:6.265m [K=1.0000]

Test Date:12 July 2022 Remarks:




EV=RFINE

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 2 Of 2

LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Helios50 new_design
POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 30 60 90 120 | 150 | 180 | 210 | 240 | 270 | 300 | 330
0 1381 | 1381 | 1381 | 1381 | 1381 | 1381 | 1381 | 1381 | 1381 | 1381 | 1381 | 1381
5 1378 | 1383 | 1385 | 1386 | 1384 | 1383 | 1378 | 1374 | 1370 | 1368 | 1370 | 1374
10 1366 | 1373 | 1376 | 1377 | 1375 | 1375 | 1365 | 1355 | 1347 | 1345 | 1347 | 1358
15 1344 | 1351 | 1354 | 1357 | 1356 | 1353 | 1344 | 1326 | 1315 | 1311 | 1313 | 1329
20 1309 | 1319 | 1320 | 1324 | 1323 | 1319 | 1308 | 1286 | 1278 | 1276 | 1275 | 1290
25 1265 | 1277 | 1280 | 1288 | 1283 | 1277 | 1262 | 1234 | 1235 | 1232 | 1232 | 1239
30 1206 | 1220 | 1234 | 1241 | 1234 | 1220 | 1205 | 1177 | 1182 | 1059 | 1179 | 1181
35 1139 | 1149 | 1173 | 1174 | 1176 | 1153 | 1142 | 1112 | 947 | 895 | 949 | 1114
40 1065 | 1076 | 1055 | 897 | 1072 | 1080 | 1068 | 1039 | 839 | 839 | 836 | 1040
45 912 | 991 | 819 | 829 | 821 | 987 | 916 | 946 | 773 | 601 | 771 | 946
50 786 | 837 | 739 | 575 | 742 | 841 | 792 | 689 | 529 | 531 | 527 | 702
55 656 | 664 | 499 | 489 | 501 | 682 | 662 | 536 | 468 | 323 | 465 | 532
60 496 | 443 | 315 | 306 | 333 | 444 | 504 | 425 | 275 | 171 | 273 | 421
65 331 | 306 | 153 | 152 | 169 | 321 | 335 | 242 | 128 | 132 | 127 | 241
70 188 | 160 | 105 | 109 | 106 | 164 | 192 | 123 | 95.8 | 97.5 | 95.9 | 126
75 67.5 | 61.2 | 67.2 | 67.2 | 67.6 | 66.6 | 74.5 | 55.9 | 63.7 | 63.9 | 63.8 | 57.6
80 24.4|28.8|29.5(29.4[29.6|28.6|24.3(27.4|31.3|31.6|31.5]27.9
85 5.89 | 6.05 | 4.50 | 3.50 | 4.66 | 5.86 | 5.48 | 6.58 | 7.54 | 6.73 | 7.68 | 6.87
90 1.31|1.15|0.88|0.77 | 0.88|1.13 |1.09|1.02|0.84|0.76| 0.86 | 1.05
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 30.0DEG Interval: O0.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:12 July 2022 Remarks:



