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LAMP PHOTOMETRIC REPORT

MODEL: 98LONDON200/W

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 27922 1m ~/+180
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AVERAGE BEAM ANGLE (50%) :97.2 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1324 1330 1316 1281 1254 1259 1283 1307 0- 10 1241 1241 4.44
20 1306 1307 1265 1198 1147 1159 1224 1284 10- 20 3589 4830 17.3
30 1229 1228 1139 1060 998.1 1018 1115 1195 20- 30 5467 10297 36.9
40 1062 1049 927.2 841.9 785.9 818.8 893.4 1012 30— 40 6459 16756 60
50 794.3 720.3 586.8 497.7 466.0 516.7 616.7 732.8 40- 50 6015 22771 81.6
60 281.6 213.3 143.7 117.0 111.0 129.2 178.4 267.0 50- 60 3514 26285 94.1
70 74.22 63.39 61.17 60.87 60.89 60.94 61.90 65.14 60— 70 1004 27289 97.7
80 29.22 27.31 27.24 28.71 29.18 30.18 28.66 28.11 70- 80 487.9 27777 99.5
90 0.6759 0.6807 0.7352 0.8371 0.7556 0.8887 1.096 0.8394 80- 90 145.3 27922 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:X10cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:28 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98LONDON200/W

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: X10cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305
5 1316 | 1318 | 1320 | 1318 | 1321 | 1319 | 1320 | 1319 | 1317 | 1315 | 1310 | 1308 | 1305 | 1300 | 1298 | 1295 | 1291 | 1289 | 1286
10 1324 | 1326 | 1328 | 1327 | 1330 | 1329 | 1327 | 1325 | 1320 | 1316 | 1307 | 1300 | 1292 | 1285 | 1277 | 1270 | 1261 | 1258 | 1254
15 1322 | 1326 | 1329 | 1330 | 1329 | 1326 | 1321 | 1315 | 1308 | 1300 | 1287 | 1274 | 1263 | 1252 | 1238 | 1227 | 1216 | 1210 | 1204
20 1306 | 1312 | 1316 | 1314 | 1310 | 1305 | 1298 | 1289 | 1277 | 1265 | 1248 | 1233 | 1217 | 1205 | 1190 | 1176 | 1162 | 1153 | 1147
25 1277 | 1284 | 1289 | 1286 | 1280 | 1271 | 1261 | 1249 | 1232 | 1214 | 1190 | 1171 | 1156 | 1145 | 1131 | 1115 | 1096 | 1085 | 1080
30 1229 | 1240 | 1244 | 1240 | 1233 | 1222 | 1207 | 1187 | 1164 | 1139 | 1111 | 1089 | 1075 | 1067 | 1052 | 1037 | 1016 | 1002 | 998
35 1163 | 1174 | 1177 | 1173 | 1164 | 1152 | 1132 | 1108 | 1075 | 1045 | 1014 | 995 | 980 | 970 | 953 | 936 | 916 | 903 | 899
40 1062 | 1073 | 1075 | 1068 | 1055 | 1042 | 1018 | 991 | 957 | 927 | 897 | 880 | 863 | 852 | 832 | 814 | 797 | 788 | 786
45 941 | 953 | 949 | 936 | 915 | 896 | 868 | 842 | 809 | 782 | 754 | 735 | 718 | 706 | 685 | 671 | 656 | 652 | 650
50 794 | 799 | 786 | 766 | 733 | 707 | 675 | 648 | 614 | 587 | 558 | 540 | 519 | 507 | 488 | 477 | 465 | 465 | 466
55 565 | 559 | 536 | 517 | 487 | 462 | 428 | 401 | 366 | 342 | 317 | 304 | 287 | 280 | 265 | 257 | 244 | 243 | 244
60 282 | 272 | 254 | 244 | 221 | 206 | 185 | 190 | 152 | 144 | 135 | 132 | 126 | 120 | 114 | 115 | 112 | 111 | 111
65 117 | 112 | 105 | 99.7 | 92.6 | 88.5 | 84.3 | 82.6 | 80.2 | 80.3 | 79.0 | 79.5 | 77.8 | 77.3 | 76.0 | 76.7 | 76.3 | 76.7 | 76.6
70 74.2 | 72.0 | 69.6 | 66.2 | 64.0 | 62.8 | 61.3 | 60.9 | 60.5 | 61.2 | 61.2 | 61.0 | 60.8 | 61.1 | 60.7 | 60.8 | 60.8 | 61.2 | 60.9
75 51.7 | 49.4 | 47.0 | 45.9 | 45.4 | 45.2 | 44.3 | 43.9 | 43.7 | 44.6 | 45.4 | 46.1 | 46.2 | 46.5 | 46.3 | 46.6 | 46.9 | 47.1 | 46.4
80 29.2 | 28.7|27.8|27.5|27.2|27.4|27.1|27.3|27.0|27.2|27.3|28.7|28.8|28.8|28.7|29.4|29.6/29.3]29.2
85 12.0 (12.1|12.0|11.9|11.6|11.7 (11.6 | 11.8 |11.5|11.7 | 11.8 |12.3 |12.2|12.4 (12.4|12.7|12.7|12.9 |12.8
90 0.68 | 0.67 | 0.67 | 0.67 | 0.68 | 0.68 | 0.69 | 0.70 | 0.72 | 0.74 | 0.75 | 0.78 | 0.80 | 0.83 | 0.85 | 0.87 | 0.88 | 0.88 | 0.76
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Operators:

Test Date:28 October 2022

Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98LONDON200/W
POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: X10cd

C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305 | 1305
5 1285 | 1285 | 1284 | 1286 | 1287 | 1289 | 1290 | 1292 | 1296 | 1297 | 1299 | 1303 | 1305 | 1307 | 1311 | 1312 | 1314
10 1252 | 1253 | 1253 | 1257 | 1261 | 1265 | 1270 | 1276 | 1283 | 1288 | 1293 | 1299 | 1305 | 1308 | 1314 | 1317 | 1320
15 1202 | 1205 | 1206 | 1212 | 1219 | 1229 | 1238 | 1249 | 1261 | 1272 | 1282 | 1291 | 1299 | 1305 | 1309 | 1313 | 1317
20 1143 | 1145 | 1147 | 1155 | 1164 | 1176 | 1191 | 1205 | 1224 | 1240 | 1256 | 1270 | 1281 | 1288 | 1292 | 1295 | 1298
25 1077 | 1080 | 1081 | 1089 | 1098 | 1115 | 1135 | 1157 | 1179 | 1198 | 1216 | 1233 | 1246 | 1255 | 1260 | 1263 | 1265
30 997 | 1002 | 1003 | 1012 | 1025 | 1046 | 1068 | 1092 | 1115 | 1137 | 1156 | 1173 | 1188 | 1202 | 1209 | 1213 | 1218
35 901 | 907 | 910 | 923 | 937 | 958 | 977 | 999 | 1020 | 1046 | 1069 | 1091 | 1108 | 1131 | 1143 | 1150 | 1151
40 786 | 795 | 798 | 812 | 826 | 844 | 859 | 876 | 893 | 921 | 947 | 978 | 1000 | 1025 | 1040 | 1048 | 1050
45 650 | 658 | 662 | 677 | 690 | 709 | 722 | 740 | 755 | 780 | 806 | 837 | 861 | 890 | 909 | 923 | 929
50 469 | 480 | 489 | 507 | 526 | 553 | 574 | 598 | 617 | 641 | 663 | 693 | 719 | 747 | 767 | 784 | 788
55 248 | 262 | 274 | 296 | 314 | 342 | 362 | 389 | 411 | 441 | 464 | 498 | 521 | 547 | 559 | 574 | 571
60 112 | 117 | 120 | 127 | 131 | 142 | 151 | 186 | 178 | 201 | 220 | 244 | 259 | 276 | 287 | 296 | 292
65 75.9 | 77.3 | 77.0| 77.9 | 77.6 | 79.0 | 79.5 | 81.6 | 83.9 | 89.3 | 94.0 | 101 | 104 | 111 | 118 | 125 | 122
70 60.0 | 60.3 | 60.2 | 61.0 | 60.9 | 60.8 | 60.4 | 61.1 | 61.9 | 63.4 | 63.8 | 64.2 | 64.0 | 66.2 | 71.9 | 74.1 | 75.3
75 45.6 | 45.9 | 45.7 | 46.5 | 46.2 | 45.9 | 44.8 | 45.0 | 45.3 | 46.3 | 46.2 | 45.9 | 45.5 | 46.4 | 48.0 | 50.7 | 52.1
80 29.4[29.9|29.8|30.3|30.0|29.9(29.4|29.4|28.7|28.9|28.9|28.7(28.1|28.1|28.5|29.7]29.7
85 12.9|13.4 | 13.3 | 13.6 | 13.5| 13.6 | 13.5| 13.5 | 13.1 | 13.1 | 13.1 | 13.1 | 12.6 | 12.5 | 12.5 | 12.5 | 12.1
90 0.74 | 0.75|0.78 | 0.85 | 0.93 |1.00|1.05|1.08|1.10|1.08 |1.05|1.01|0.88|0.80|0.72|0.63|0.55
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:28 October 2022 Remarks:



